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PEACE CORPS  
Overseas Request for Quotation (RFQ) for Supplies/Services/Equipment 

 
Date:  July 27, 2020 
 
B. Peace Corps intends to offer a firm-fixed price contract for renovations of Peace Corps office 

located in Solwezi house. The complete statement of Work and specifications is listed in 
Attachment A of this RFQ. 

 
 
Interested vendors should submit a sealed quote for the services as described in this RFQ using 
the template provided.  Quotes are due by the following address by 16:00 p.m. on 14th August, 
2020.  
 

Name:    DMO 
Subject:  Renovation of Peace Corps office located in Solwezi   

       Address: House Number 1712 low Density, Opposite Angolan Consulate, Solwezi, NWP  
Email:     ZM01-jobs@peacecorps.gov 

 
On Wednesday 5 August 2020 at 10:30 am, there will be a bidder’s conference at plot number: 
House Number 1712 low Density, Opposite Angolan Consulate, in Solwezi, Zambia, to review 
required works.  
 
Any questions regarding the RFQ may be addressed to the same person. No phone inquiries will 
be accepted.  
 
Offers received after the closing date will not be accepted. Offers received after the closing date 
will not be accepted.  
 
A. Price/Period of Performance:   
 
Services 
 
Renovation works of Peace Corps office located in Solwezi house. The works includes and are 
not limited to: Masonry, roof coverings, carpentry, joinery, ironmongery, metal works, plumbing, 
ceiling finishing electrical, glazing and painting. 
 
Bill of Quantities has been included in Attachment A. 
 
 
Supplier Unit Quotes shall be a Firm Fixed-Price, and inclusive of any administrative or overhead 
costs. Peace Corps is VAT exempt.  
 
Peace Corps has the right to remove specific tasks as needed in final award.  
 
C. Statement of Work/Specifications 
 
As stated in section A and Attachment A. 
 
Extended Warranties Offered by Supplier, if applicable 

 

 Minimum of six (6) months of defect liabilities period. 

 Minimum of 5% retention for the defect liabilities period. 
 
 
D. Location of Work 
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House Number 1712 low Density, Opposite Angolan Consulate, Solwezi, Northwestern 
Province. 
 
 
 
 
 Delivery Schedule 

 
Delivery Date:  Forty-five days after award. Earlier completion is desired.  
 
 
Delivery Location: 

Physical Address: House # 1712 low Density, Opposite Angolan Consulate, Solwezi, 
Northwestern Province.    

       Phone Number:  +260 211 260377 
 
 
E. Acceptance Criteria 

 
- Conformance to statement of work and timeline. 

 
F. Contract Terms and Conditions 

 
Payment will be made 30 days after completion of services or as agreed upon in contract 
negotiations. Favorable payment terms will be considered in the evaluation factors.    
 
Please provide name of CONTACT PERSON. This will be the liaison person between the 
vendor and Peace Corps during this procurement 
 

G. Peace Corps Payment Schedule and Terms 
Supplier will receive payment in approximately 30 days after acceptance and receipt of 
valid/accurate invoice.  
 
H. Evaluation Factors: 
Award will be made after consideration of the following factors as marked below: 

_X_ Price 
_X_ Delivery Timeframe  
_X_ Payment Terms 
_X_ Warranties 
_X_ Past Performance/Reference Checks 
___ Other (Specify)  
 

Award may be made to other than the low priced quote.  The award will be made to the total 
quote that offers the best value in accordance with the above evaluation factors. 
 
I. Instructions to Vendors: 
a. Please read RFQ in its entirety including factors that will be considered in making award in 

Section VI.   
b. Return completed RFQ by due date as follows: 

1) Fill in prices in Attachment A. 
2) Unless delivery date(s) are provided, provide delivery date(s) in Section D. 
3) List/state any other terms or items in Section H not requested in the RFQ that is 

believed would benefit Peace Corps and would improve consideration for selection.  
These terms/items must not increase the prices quoted in Section B. This should 
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include payment terms, warranty provision, and at least three traceable references 
work for works completed of similar nature.  

4) Sign and return RFQ by required due date. 
 

J. Other Terms/Items Offered at No Additional Cost: 
 
SUPPLIER AUTHORIZED REPSENTATIVE   
 
Name: _________________________     Position/Title: __________________________ 
 
Signature: ______________________     Date: _______________________________ 
   
Phone: ________________________      Email: _______________________________   
 
 
 
 
 
Additional Information Required: 
 
Business License: ____________________________________________ 
 
 
Delivery Timeframe: ___________________________________________ 
 
 
Payment Terms: ______________________________________________ 
 
 
Warranties: __________________________________________________ 
 
 
Past Performance/References (3) of Similar Works:   
 

1) _____________________________________________________ 
 

2) _____________________________________________________ 
 

3) _____________________________________________________ 
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BILL OF QUANTITIES FOR THE PROPOSED RENOVATION WORKS AT Plot No..., SOLWEZI ZAMBIA. 

                            

  CLIENT: PEACE CORPS 

                            

  SUBJECT: BILL OF QUANTITIES VOLUNTEER'S HOUSE 

                            

       OPTION 1     OPTION 2  

Ite

m 
DESCRIPTION    Qty  

Uni

t 
 Rate  

 

Subtot

al 

Item           

K                  

n  

To 

Summa

ry            

K                  

n 

  

 Qty  
Uni

t 
 Rate  

 

Subtot

al 

Item           

K                  

n  

To 

Summ

ary            

K                  

n 

  
VOLUNTEER'S 

HOUSE 
            

  
          

                            

  DEMOLITIONS                         

                            

1 

Allow for careful 

removal of existing 

toilet sets, Wash 

hand basins, Shower 

and kitchen sink and 

hand over to client  

  

          

1.00  

ite

m     

  

  

          

1.00  

ite

m     
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2 

Carefully take down 

the existing roof and 

hand over removed 

roofing sheets to 

client and clear from 

the site all other 

waste 

  

          

1.00  

ite

m     

  

  

          

1.00  

ite

m     

  

                            

3 

Carefully take down 

the existing ceiling 

board and remove 

waste from site  

  

     

290.0

0  

m
2
       

  
     

290.0

0  

m
2
       

                            

4 

Carefully remove 

existing roof purlins 

and trusses hand 

over to the client 

  

  

ite

m 

      

  

  

ite

m 

      

                            

5 

Cut out through 

wall size 600 x 

500mm to create 

opening for 

window  

  

         

2.00  no.  

      

  

         

2.00  no.  

      

                            

6 

Cut through existing 

floor slab and take 

out to create 

550x300mm trench 

for slab thickening 

  
         

4.50  
m

2
       

  

         

4.50  
m

2
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to carry new 

partition walls 

                            

7 

Allow for 

termination and 

issolation of electric 

power supply to 

facilitate works 

  

  

ite

m 
      

  

  

ite

m 
      

                            

8 

Allow for remove 

and disposal to a 

designated dumpsite 

of all unwanted 

material and waste 

from site 

  

  

ite

m 
      

  

  

ite

m 
      

                            

                            

  

DEMOLITION 

WORKS TO 

SUMMARY 

  

  

      0.00 

  

  

      0.00 

                            

                            

  
SUBSTRUCTURE - 

PROVISIONAL 
            

  
          

  
 Excavations and 

Earthworks 
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1 

Excavate 550mm 

wide and 300mm 

deep trench to 

receive reinforced 

concrete, measured 

seperately, for slab 

thickening   

  
          

1.00  
m

3
        

  

          

1.00  
m

3
        

                            

  

CONCRETE 

WORK 
                        

  

Vibrated 

reinforced concrete 

class 25:20mm 

maximum aggregate 

; in: 

                        

2 
slab thickening    

         

0.50  
m

3
          

         

0.50  
m

3
        

3 
Ring Beam and 

Lintols 
  

         

0.50  
m

3
          

         

0.50  
m

3
        

  

High tensile steel 

bar reinforcement 

including typing 

wire, space blocks 

and fixing 

                        

4 
Ring Beam and 

Lintols 
  

        

15.00  
Kg         

        

15.00  
Kg       

                            

  Formwork                         
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Sawn formwork, 

to: 
  

    
        

    
      

5 Ring Beam   
        

14.00  
m

2
         

        

14.00  
m

2
       

                            

  

CONCRETE 

WORK TO 

SUMMARY 

  

    

    
               

-    
  

    

    
               

-    

                            

                            

  

BRICKWORK 

AND BLOCKWORK 
  

    
        

    
      

  

Blockwork  in 

concrete blocks not 

less than 3.5 

N/mm2   in  

crushing strength 

cement mortar(1:4); 

in: 

                        

1 100 mm wall   
        

13.00  
m

2
         

        

13.00  
m

2
       

                            

  

Two strand 3.25 

mm diameter high 

tensile steel wire 

wall reinforcement; 

100 mm laps 

(measured net: no 

allowance made for 
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laps); every third 

course; in   

                            

2 100 mm wall   
       

35.00  
m         

       

35.00  
m       

  

Three ply 

bituminous felt 

damp proof course 

(measured net: no 

allowance made for 

laps) to: 

                        

3 150 mm wall   
         

6.00  
m         

         

6.00  
m       

                            

4 

Allow for 

mending, 

reinforcing and 

fixing of all cracks 

within the building  

    
ite

m 
          

ite

m 
      

                            

5 

Allow for beam 

filling of entire roof 

perimeter 

    
ite

m 
          

ite

m 
      

                            

  

BRICK WORK 

AND BLOCK 
  

    
    

               

-    
  

    
    

               

-    
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WORK TO 

SUMMARY 

                            

                            

  

ROOFING 

COVERINGS  
  

    
    

  
  

    
    

  

  IBR Roofing                         

1 

Supply and fit 

0.4mm IBR roofing 

sheets 

  

     

380.0

0  

m
2
         

     

380.0

0  

m
2
       

2 
Supply and fit G.I 

Ridges/flashings 
  

       

78.00  
m         

       

78.00  
m       

3 

Supply and fit 

200x200x30mm G.I 

valley gutters 

  
       

24.00  
m         

       

24.00  
m       

4 

supply and install 

to manufacturers 

specifications PVC 

rain gutters 

complete with 

down pipes and all 

accessories 

    m           m       

                            

  

ROOFING 

COVERINGS  TO 

SUMMARY 

          
             

-    
          

             

-    
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CARPENTRY,JOI

NERY AND 

IRONMONGERY 

            

  

          

  
Timber doors 

complete 
                        

1 

External Quality 

Hardwood Door 

size 1960 x 825   

          

1.00  
no         

          

1.00  
no       

2 

Interior quality 

solid core flush 

doors 1960 x 725   

          

1.00  
no         

          

1.00  
no       

                            

  
Timber to roof 

trusses   
                      

3 

Supply and install 

roof trusses 

complete with 

purlins as per roof 

drawing using 

150x50mm s/w 

timber as rafters and 

50x50mm s/w   

     

380.0

0  

m
2
         

     

380.0

0  

m
2
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timber as purlins 

nailed and fixed to 

the engineers 

specification. 

4 
 200 x 25mm 

timber fascia board  
  

       

90.00  
m         

       

90.00  
m 

          

46.00  
    

                            

  Ironmongery                         

  

Miscellaneous 

ironmongery, 

surface fixing 

                        

5 Mortice lockset   
        

18.00  
No.           No.   

              

-    
  

6 
Rubber door 

stops. 
  

        

18.00  
No.           No.   

              

-    
  

7 

Stainless steel 

toilet roll holder 

and fixing  

  
         

4.00  
No.           No.   

              

-    
  

8 Soap Holder   
         

3.00  
No.           No.   

              

-    
  

9 Towel rail   
         

5.00  
No.           No.   

              

-    
  

1

0 

Shower curtain 

complete with rail 
  

         

3.00  
No.           No.   

              

-    
  

1

1 

Allow for 

adjusting all doors 

by trimming and 

planning to ensure 

    
ite

m  
          

ite

m  
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proper functionality 

after tiling 

                            

1

2 

Installation of 

1000mm High x 

550mm wide 

8700mm girth 

ground kitchen unit 

and 600mm high x 

400mm wide x 

3900mm upper unit 

complete with all 

necessary 

ironmongery in 

approved mdf 

board colour with 

Granit work top   

          

1.00  
No.           No.       

                            

                            

  

CARPENTRY,JOI

NERY AND 

IRONMONGERY 

TO SUMMARY 

          
             

-    
          

             

-    

                            

  

 

METAL WORK 
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1 

Steel window 

manufactured to 

match with existing 

window frames 

complete with all 

accessories and 

glazing size 600 x 

500mm 

  
          

1.00  
no         

          

1.00  
no       

2 

Steel Door Frame 

according to 

drawing D3 size 

800x2000mm 

  
          

1.00  
no         

          

1.00  
no       

3 

Allow for supply 

and installation, to 

engineers 

specifications, 

extractor fans in the 

shower rooms 

    no           no       

                            

  
METAL WORK 

TO SUMMARY 
          0.00           0.00 

                            

                            

  
PLUMBING 

INSTALLATION 
  

    
        

    
      

                            

  
Sanitary 

Installation 
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CPVC pipe work 

complete with all 

fittings, bends, tees, 

unions, brass ends 

and fixing in 

accordance with 

manufacturers 

instructions 

                        

1 
19 mm Diameter 

pipe to walls 
  

        

15.00  
m         

        

15.00  
m       

                            

  

UPVC waste 

pipework, complete 

with fittings, fixing 

in accordance with 

manufacturers 

instructions (Marley 

CAT NO. WP 213) 

                        

2 
40 mm diameter 

pipe to walls. 
  

        

10.00  
m         

        

10.00  
m       

3 
110mm diameter 

pipe 
  

        

18.00  
m         

        

18.00  
m       

  
Traps and jointing 

to waste appliances 
                        

4 
40 mm  rubber 

trap 
  

         

5.00  
No.         

         

5.00  
No.       

5 W.C.connector   
         

3.00  
No.         

         

3.00  
No.       
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6 

Vent cowl 

covered with wire 

gauze and fixing to 

top end of  pipe. 

  
         

3.00  
No.         

         

3.00  
No.       

                            

                            

                            

          

 

B/Forwa

rd  

           

-    
        

 

B/Forwa

rd  

           

-    
  

          

 

C/Forw

ard  

           

-    
        

 

C/Forw

ard  

           

-    
  

  

PLUMBING 

INSTALLATION 

Cont.d 

                        

                            

  

Sanitary 

Appliances and 

fixing 

                        

1 

white glazed 

ceramic water 

closetsuite, close 

coupled, complete 

with wash down 

accessories( 

mechanised), pan 

with p trap 

including domex 

  
         

3.00  
No.         

         

3.00  
No.       
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screws, 9 liter 

ceramic cistern with 

necessary sides 

supply fitting, 

fitments and flush 

pipe, rigid plastic 

seat and cover 

2 

Wash hand basin, 

white glazed 

vitreous china or 

other equal and 

approved as 'Vaal 

sanitary ware' size 

560 mm x 405 

mm,one tap hole, 

waste outlet fitting, 

chromium plated 

chain, rubber plug,  

mounting on 

pedesta  

  
         

4.00  
No.         

         

4.00  
No.       

3 

Supply and fit 

double bowl, single 

drain Kitchen Sink 

with 13mm Sink 

mixer and waste 

fitting including P 

Trap on Granite top 

(Measured 

separately) 

  
          

1.00  
No.         

          

1.00  
No.       
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4 

Supply and fit 

Shower with mixer, 

Shower rose, Arm  

and waste fitting 

including P Trap 

  
         

2.00  
No.         

         

2.00  
No.       

                            

  

Electric water 

Heater and Fixing as 

described 

                        

5 

80 liter capacity 

vertical wall 

mounted geyser as 

"kwikot Econoflo" 

complete with 400k 

pa non return safety 

valve direct 

immersion 2/4kw 

heating element; 

contact type manual 

reset fusible link and 

external dia 

thermostat, 

ON/OFF switch, 

pilot lamp and stop 

cocks or other equal 

and approved 

geyser incoporating 

one 20mm inlet, 

20mm outlet and 

  
         

2.00  
No.         

         

2.00  
No.       
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20mm overflow 

and mounting to 

the wall with 

brackets 

                            

  
Cold  Water 

Installations 
                        

                            

  

High density 

polyethelene pipe 

icluding all 

accessories, flsh, in 

accordance with 

manufacturers 

instructions, to walls 

                        

6 
13 mm diameter 

pipe 
  

       

20.00  
m         

       

20.00  
m       

7 
19 mm diameter 

pipe 
  

        

15.00  
m         

        

15.00  
m       

                            

  

Copper or leads 

service connector, 

bent, brass unions at 

both ends, jointing 
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to steel pipe and in 

let of sanitary 

fitting. 

8 
13 mm flexible 

connector 
  

         

3.00  
No.         

         

3.00  
No.       

                            

  

Valves, jointing to 

steel pipe, fixing in 

holes in applicance 

                        

9 
13 mm chromium 

plated basin mixer. 
  

         

4.00  
No.         

         

4.00  
No.       

10 

Shower mixers 

complete with all 

accessories  

  
         

2.00  
No.         

         

2.00  
No.       

11 

Bath tab mixer 

complete with all 

accessories 

  
          

1.00  
No.         

          

1.00  
No.       

12 

Kitchen mixer 

complete with all 

accessories 

  
          

1.00  
No.         

          

1.00  
No.       

                            

  

Stop valves;screw 

down square head 

and lockshield, 

jointing  to pipe 

                        

13 
13 mm diameter 

valve. 
  

        

14.00  
No.         

        

14.00  
No.       
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Testing 
 

1

4 

Include for testing 

the whole 

insallation to the 

satisfaction of the 

Engineer/Architect. 

  
          

1.00  

Ite

m 
        

          

1.00  

Ite

m 
      

                            

  Starilising                         

1

5 

Include for 

sterilising  
  

          

1.00  

Ite

m 
        

          

1.00  

Ite

m 
      

                            

  

PLUMBING 

INSTALLATION TO 

SUMMARY 

          
             

-    
          

             

-    

                            

  

FLOOR, WALL 

AND CEILING 

FINISHINGS 

          

  

          

  

  
IN-SITU 

FINISHINGS 
                        

  

18mm thick 

cement, sand 1:4 

plastering trowel 

finish to;  

                        

1 
Walls internally 

and externally 
  

       

47.00  
m

2
         

       

47.00  
m

2
       

                            

  
Tiling using 

approved tile 
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adhesive and 

pointed in lighter 

grout to joints 

2 
400 x 400 

Ceramic Floor Tiles   

       

25.00  
m

2
           m

2
       

3 
600 x 300 

Ceramic Wall Tiles   

       

95.00  
m

2
           m

2
       

4 600 x 600 

Porcelain floor tiles   

      

172.0

0  

m
2
           m

2
       

5 

600 x 600 Non-

slip Porcelain floor 

tiles   

       

80.00  
m

2
           m

2
       

                            

  
CEILING 

FINISHINGS 
                        

                            

  

Gypsum board 

ceilings on Timber 

framing 

                        

6 

Suspended 

Gypsum Ceiling 

board on 40mm x 

40mm timber 

brandering 

complete with 

cornice, fixed with 

covebond and 

  

     

280.0

0  

m
2
         

     

280.0

0  

m
2
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Skimmed smooth 

with Rhinolite 

                            

  

FLOOR, WALL 

AND CEILING 

FINISHINGS  TO 

SUMMARY 

  

    

    
             

-    
  

    

    
             

-    

                            

  

ELECTRICAL 

INSTALLATIONS 
            

  

          

                            

  Preamble                         

  

The following 

items and 

descriptions shall be 

read in conjunction 

with the electrical 

drawings, wiring 

rules shall be 

followed for 

electrical 

installations 

            

  

          

                            

1 

Allow for first fix 

of electricals, 

conduiting and 

  
          

1.00  

Ite

m 
      

  

          

1.00  

Ite

m 
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wiring to complete 

all circuits  

                            

  
Lighting and 

Power Installation 
            

  
          

                            

  Light Fittings                         

  

supply deliver, 

install, connect and 

set to work the 

following electrical 

fittings including 

their specified 

switches as specified 

or others of similar 

standard and 

performance 

specifications 

approved by the 

engineer 

            

  

          

                            

2 

1200mm LED 

fluorescent surface 

mounted fitting 

complete with cool 

white tube and 

intergral switch start 

control, all required 

accessories as Philips 

  
       

26.00  
No.       

  

       

26.00  
No.       
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TMX 200Ls or other 

equal approved 

                            

3 

50w LED Down 

light fittings 

complete with all 

required accessories 

as or other equal 

approved 

  
         

5.00  
No.       

  

         

5.00  
No.       

                            

  Power Installation                         

  

supply, deliver, 

install, connect and 

set to work the 

following power 

fittings as specified  

            

  

          

                            

4 

13A double 

Socket Outlet wall 

mounted as Mk or 

Legrand 

  
         

6.00  
No.       

  

         

6.00  
No.       

                            

5 

Cooker control 

Unit as MK, Legrad 

or Equal Approved 

  
          

1.00  
No.       

  

          

1.00  
No.       
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6 

20A DP 1 gang, 

Two pole one way 

switch with pilot 

lamp for water 

heater and 

Airconditioner units 

  
         

2.00  
No.       

  

         

2.00  
No.       

  

ELECTRICAL 

INSTALLATIONS 

TO SUMMARY 

  

    

                   

-          

                   

-    

                            

  GLAZING                         

                            

1 

supply and fit 4 

mm clear glass Size 

600 mm x 900 mm 

on kitchen window 

frame complete 

with putty finished 

smooth in readiness 

to receive paint 

  
          

1.00  
No.       

  

          

1.00  
No.       

                            

  Mirrors                         

2 

6 mm Float glass 

silvered Size 600 

mm x 600 mm  

  
         

4.00  
No.       

  

         

4.00  
No.       

                            

  

GLAZING TO 

SUMMARY 
  

    
    

             

-          
    

             

-    
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  PAINTING                         

                            

  Preamble                         

                            

  

Prepare surface by 

scrapping and 

sanding, filling all 

cracks and dents. 

Touch up primer 

and apply one 

undercoat and two 

gloss finishing coats 

on General surfaces 

of door, door 

frames and window 

frames 

  

    

        

    

      

                            

1 

Painting to walls 

internally and 

externally 

  

     

720.0

0  

m
2
       

  

     

720.0

0  

m
2
       

2 
Painting to ceiling 

internally  
  

     

290.0

0  

m
2
       

  

     

290.0

0  

m
2
       

                            

  

Touch up primer 

and apply one 

undercoat and two 
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gloss finishing coats 

(Plascon)on; 

3 
General surfaces 

of door frames 
  

       

22.00  
m

2
       

  

       

22.00  
m

2
       

                            

  

prepare and 

apply two coats 

polyurethane 

varnish, on: 

            

  

          

4 
General surfarces  

of doors  
  

      

105.0

0  

m
2
       

  

      

105.0

0  

m
2
       

                            

                            

  

PAINTING TO 

SUMMARY 
  

    
    

             

-    
  

    
    

             

-    

                            

                            

                            

                            

                            

                            

                            

  

VOLUNTEER'S 

HOUSE WORKS 

SUMMARY 
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  DEMOLITION         
              

-    
  

  
      

              

-    
  

  
CONCRETE 

WORK 
  

    
  

              

-    
  

      
  

              

-    
  

  
BRICKWORK 

AND BLOCKWORK 
  

    
  

              

-    
  

      
  

              

-    
  

  
ROOF 

COVERINGS 
        

              

-    
  

  
      

              

-    
  

  

CARPENTRY,JOI

NERY AND 

IRONMONGERY 

  

    

  
              

-    
  

      

  
              

-    
  

  METAL WORK   
    

  
              

-    
  

      
  

              

-    
  

  
PLUMBING 

INSTALLATIONS 
  

    
  

              

-    
  

      
  

              

-    
  

  

FLOOR, WALL 

AND CEILING 

FINISHINGS  TO 

SUMMARY 

  

    

  
              

-    
  

      

  
              

-    
  

  
ELECTRICAL 

INSTALLATION 
  

    
  

              

-    
  

      
  

              

-    
  

  PAINTING   
    

  
              

-    
  

      
  

              

-    
  

                            

                            

  

TOTAL 

VOLUNTEER'S 

HOUSE TO MAIN 

SUMMARY 

          
               

-    

  

        
               

-    
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  OFFICE BUILDING                          

                            

  DEMOLITIONS                         

                            

1 

Allow for careful 

removal of existing 

toilet set, Wash 

hand basin, Shower 

and kitchen sink and 

hand over to client  

  

          

1.00  

ite

m     

  

  

          

1.00  

ite

m     

  

                            

2 

Carefully take down 

the existing roof and 

hand over removed 

roofing sheets to 

client and clear from 

the site all other 

waste 

  

          

1.00  

ite

m     

  

  

          

1.00  

ite

m     

  

                            

3 

Carefully remove 

existing roof purlins 

and trusses hand 

over to the client 

  

  

ite

m 

      

    

ite

m 
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4 

Allow for 

termination and 

issolation of electric 

power supply to 

facilitate works 

  

  

ite

m 
      

    

ite

m 
      

                            

5 

Allow for remove 

and disposal to a 

designated dumpsite 

of all unwanted 

material and waste 

from site 

  

  

ite

m 
      

    

ite

m 
      

                            

                            

                            

  

DEMOLITION 

WORKS TO 

SUMMARY 

  

  

      0.00 

    

      0.00 

                            

                            

                            

                            

                            

  NEW WORKS                         
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ROOFING 

COVERINGS  
  

    
    

  

      
    

  

  IBR Roofing                         

1 

Supply and fit 

0.4mm IBR roofing 

sheets 

  

      

150.0

0  

m
2
       

  

      

150.0

0  

m
2
       

2 
Supply and fit G.I 

Ridges/flashings 
  

        

12.00  
m       

  

        

12.00  
m       

                            

  

ROOFING 

COVERINGS  TO 

SUMMARY 

          
             

-    

  

        
             

-    

                            

                            

  

CARPENTRY,JOI

NERY AND 

IRONMONGERY 

            

  

          

  
Timber doors 

complete 
            

  
          

1 

External Quality 

Hardwood Door 

size 1960 x 825   

          

1.00  
no       

  

          

1.00  
no       

2 

Interior quality 

solid core flush 

doors 1960 x 725   

         

4.00  
no       

  

         

4.00  
no       

                            

3 

Allow for beam 

filling around entire 

roof perimeter 

    
ite

m 
      

  

  
ite

m 
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Timber to roof 

trusses   
          

  
          

4 

Supply and install 

roof trusses 

complete with 

purlins as per roof 

drawing using 

150x50mm s/w 

timber as rafters and 

50x50mm s/w 

timber as purlins 

nailed and fixed to 

the engineers 

specification.   

      

150.0

0  

m
2
       

  

      

150.0

0  

m
2
       

5 
 200 x 25mm 

timber fascia board  
  

       

50.00  
m       

  

       

50.00  
m       

                            

  Ironmongery                         

  

Miscellaneous 

ironmongery, 

surface fixing 

            

  

          

6 Mortice lockset   
         

5.00  
No.       

  
  No.       

7 
Rubber door 

stops. 
  

         

5.00  
No.       

  
  No.       

8 

Stainless steel 

toilet roll holder 

and fixing  

  
          

1.00  
No.       

  

  No.   
              

-    
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9 Soap Holder   
          

1.00  
No.       

  
  No.   

              

-    
  

1

0 
Towel rail   

          

1.00  
No.       

  
  No.   

              

-    
  

1

1 

Shower curtain 

complete with rail 
  

          

1.00  
No.       

  
  No.   

              

-    
  

                            

1

2 

 

Installation of 

1000mm High x 

550mm wide 

2000mm girth 

kitchen unit 

complete with all 

necessary 

ironmongery in 

approved mdf 

board colour with 

Granit work top 
 

  

          

1.00  
No.       

  

          

1.00  
No.       

13 

 

Allow for 

supply and 

installation, to 

engineers 

specifications, 

extractor fans in 

the shower rooms 
 

  
          

1.00  
no       

  

          

1.00  
no       
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CARPENTRY,JOI

NERY AND 

IRONMONGERY 

TO SUMMARY 

          
             

-    

  

        
             

-    

                            

  

 

                        

  
PLUMBING 

INSTALLATION 
  

    
      

      
      

                            

  
Sanitary 

Installation 
  

    
      

      
      

  

CPVC pipe work 

complete with all 

fittings, bends, tees, 

unions, brass ends 

and fixing in 

accordance with 

manufacturers 

instructions 

            

  

          

1 
19 mm Diameter 

pipe to walls 
  

         

5.00  
m       

  

         

5.00  
m       

                            

  

UPVC waste 

pipework, complete 

with fittings, fixing 

in accordance with 

manufacturers 

instructions (Marley 

CAT NO. WP 213) 
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2 
40 mm diameter 

pipe to walls. 
  

         

2.00  
m       

  

         

2.00  
m       

                            

  
Traps and jointing 

to waste appliances 
            

  
          

3 
40 mm  rubber 

trap 
  

          

1.00  
No.       

  

          

1.00  
No.       

4 W.C.connector   
          

1.00  
No.       

  

          

1.00  
No.       

5 

Vent cowl 

covered with wire 

gauze and fixing to 

top end of  pipe. 

  
          

1.00  
No.       

  

          

1.00  
No.       

                            

                            

                            

          

 

B/Forwa

rd  

           

-    
  

  

    

 

B/Forwa

rd  

           

-    
  

          

 

C/Forw

ard  

           

-    
  

  

    

 

C/Forw

ard  

           

-    
  

  

PLUMBING 

INSTALLATION 

Cont.d 

            

  

          

                            

  

Sanitary 

Appliances and 

fixing 
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1 

white glazed 

ceramic water 

closetsuite, close 

coupled, complete 

with wash down 

accessories( 

mechanised), pan 

with p trap 

including domex 

screws, 9 liter 

ceramic cistern with 

necessary sides 

supply fitting, 

fitments and flush 

pipe, rigid plastic 

seat and cover 

  
          

1.00  
No.       

  

          

1.00  
No.       

2 

Wash hand basin, 

white glazed 

vitreous china or 

other equal and 

approved as 'Vaal 

sanitary ware' size 

560 mm x 405 

mm,one tap hole, 

waste outlet fitting, 

chromium plated 

chain, rubber plug,  

mounting on 

pedesta  

  
          

1.00  
No.       

  

          

1.00  
No.       
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3 

Supply and fit 

double bowl, single 

drain Kitchen Sink 

with 13mm Sink 

mixer and waste 

fitting including P 

Trap on Granite top 

(Measured 

separately) 

  
          

1.00  
No.       

  

          

1.00  
No.       

4 

Supply and fit 

Shower with mixer, 

Shower rose, Arm  

and waste fitting 

including P Trap 

  
          

1.00  
No.       

  

          

1.00  
No.       

                            

  

Electric water 

Heater and Fixing as 

described 

            

  

          

5 

60 liter capacity 

vertical wall 

mounted geyser as 

"kwikot Econoflo" 

complete with 400k 

pa non return safety 

valve direct 

immersion 2/4kw 

heating element; 

contact type manual 

reset fusible link and 

  
          

1.00  
No.       

  

          

1.00  
No.       
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external dia 

thermostat, 

ON/OFF switch, 

pilot lamp and stop 

cocks or other equal 

and approved 

geyser incoporating 

one 20mm inlet, 

20mm outlet and 

20mm overflow 

and mounting to 

the wall with 

brackets 

                            

  
Cold  Water 

Installations 
            

  
          

                            

  

High density 

polyethelene pipe 

icluding all 

accessories, flsh, in 

accordance with 

manufacturers 

instructions, to walls 

            

  

          

6 
13 mm diameter 

pipe 
  

         

2.00  
m       

  

         

2.00  
m       

7 
19 mm diameter 

pipe 
  

         

2.00  
m       

  

         

2.00  
m       

                            



OACM  
October 2010   Page 42 of 54 

  

Copper or leads 

service connector, 

bent, brass unions at 

both ends, jointing 

to steel pipe and in 

let of sanitary 

fitting. 

              

  

            

8 
13 mm flexible 

connector 
  

         

3.00  
No.       

  

         

3.00  
No.       

                            

  

Valves, jointing to 

steel pipe, fixing in 

holes in applicance 

            

  

          

9 
13 mm chromium 

plated basin mixer. 
  

          

1.00  
No.       

  

          

1.00  
No.       

10 

Shower mixers 

complete with all 

accessories  

  
          

1.00  
No.       

  

          

1.00  
No.       

11 

Kitchen mixer 

complete with all 

accessories 

  
          

1.00  
No.       

  

          

1.00  
No.       

                            

  

Stop valves;screw 

down square head 

and lockshield, 

jointing  to pipe 

            

  

          

12 
13 mm diameter 

valve. 
  

         

3.00  
No.       

  

         

3.00  
No.       
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Testing 
 

            
  

          

1

3 

 

Include for 

testing the whole 

insallation to the 

satisfaction of the 

Engineer/Architect

. 
 

  
          

1.00  

Ite

m 
      

  

          

1.00  

Ite

m 
      

                            

  Starilising                         

1

4 

Include for 

sterilising  
  

          

1.00  

Ite

m 
      

  

          

1.00  

Ite

m 
      

                            

  

PLUMBING 

INSTALLATION TO 

SUMMARY 

          
             

-    
  

        
             

-    

                            

                            

  

FLOOR, WALL 

AND CEILING 

FINISHINGS 

          

    

        

  

  
IN-SITU 

FINISHINGS 
            

  
          

                            

  

Tiling using 

approved tile 

adhesive and 
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pointed in lighter 

grout to joints 

1 
400 x 400 

Ceramic Floor Tiles   

         

4.80  
m

2
       

  
  m

2
       

2 
600 x 300 

Ceramic Wall Tiles   

         

9.00  
m

2
       

  
  m

2
       

3 
600 x 600 

Porcelain floor tiles   

       

73.00  
m

2
       

  
  m

2
       

4 

600 x 600 Non-

slip Porcelain floor 

tiles   

       

25.00  
m

2
       

  

  m
2
       

                            

  
CEILING 

FINISHINGS 
            

  
          

                            

  

Gypsum board 

ceilings on Timber 

framing 

            

  

          

5 

Suspended 

Gypsum Ceiling 

board on 40mm x 

40mm timber 

brandering 

complete with 

cornice, fixed with 

covebond and 

Skimmed smooth 

with Rhinolite 

  
       

95.00  
m

2
       

  

       

95.00  
m

2
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FLOOR, WALL 

AND CEILING 

FINISHINGS  TO 

SUMMARY 

  

    

    
             

-    

      

    
             

-    

                            

  

ELECTRICAL 

INSTALLATIONS 
            

  
          

                            

  Preamble                         

  

The following 

items and 

descriptions shall be 

read in conjunction 

with the electrical 

drawings, wiring 

rules shall be 

followed for 

electrical 

installations 

            

  

          

                            

1 

Allow for first fix 

of electricals, 

conduiting and 

wiring to complete 

all circuits  

  
          

1.00  

Ite

m 
      

  

          

1.00  

Ite

m 
      

                            

  
Lighting and 

Power Installation 
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  Light Fittings                         

  

supply deliver, 

install, connect and 

set to work the 

following electrical 

fittings including 

their specified 

switches as specified 

or others of similar 

standard and 

performance 

specifications 

approved by the 

engineer 

            

  

          

                            

2 

1200mm LED 

fluorescent surface 

mounted fitting 

complete with cool 

white tube and 

intergral switch start 

control, all required 

accessories as Philips 

TMX 200Ls or other 

equal approved 

  
        

11.00  
No.       

  

        

11.00  
No.       

                            

3 

50w LED Down 

light fittings 

complete with all 

  
         

2.00  
No.       

  

         

2.00  
No.       
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required accessories 

as or other equal 

approved 

                            

  Power Installation                         

                            

  

supply, deliver, 

install, connect and 

set to work the 

following power 

fittings as specified  

            

  

          

                            

4 

13A double 

Socket Outlet wall 

mounted as Mk or 

Legrand 

  
         

3.00  
No.       

  

         

3.00  
No.       

                            

5 

20A DP 1 gang, 

Two pole one way 

switch with pilot 

lamp for water 

heater and 

Airconditioner units 

  
          

1.00  
No.       

  

          

1.00  
No.       

                            

                            

                            

                            

                            



OACM  
October 2010   Page 48 of 54 

  

ELECTRICAL 

INSTALLATIONS 

TO SUMMARY 

  

    

                   

-          

                   

-    

                            

  GLAZING                         

                            

  Mirrors                         

1 

6 mm Float glass 

silvered Size 600 

mm x 600 mm  

  
          

1.00  
No.       

  

          

1.00  
No.       

                            

  

GLAZING TO 

SUMMARY 
  

    
    

             

-          
    

             

-    

                            

  PAINTING                         

                            

  Preamble                         

                            

  

Prepare surface by 

scrapping and 

sanding, filling all 

cracks and dents. 

Touch up primer 

and apply one 

undercoat and two 

gloss finishing coats 

on General surfaces 

of door, door 
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frames and window 

frames 

                            

1 

Painting to walls 

internally and 

externally 

  

     

340.0

0  

m
2
       

  

     

340.0

0  

m
2
       

2 
Painting to ceiling 

internally  
  

       

95.00  
m

2
       

  

       

95.00  
m

2
       

                            

  

Touch up primer 

and apply one 

undercoat and two 

gloss finishing coats 

(Plascon)on; 

  

    

      

      

      

3 

General surfaces 

of door and 

window frames 

  
        

10.00  
m

2
       

  

        

10.00  
m

2
       

                            

  

prepare and 

apply two coats 

polyurethane 

varnish, on: 

            

  

          

4 
General surfarces  

of doors  
  

         

8.00  
m

2
       

  

         

8.00  
m

2
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PAINTING TO 

SUMMARY 
  

    
    

             

-          
    

             

-    

                            

                            

                            

                            

                            

                            

  

OFFICE 

BUILDING 

SUMMARY 

            

  

          

                            

  DEMOLITION         
              

-    
  

  
          

  
ROOF 

COVERINGS 
        

              

-    
  

  
          

  

CARPENTRY,JOI

NERY AND 

IRONMONGERY 

  

    

  
              

-    
  

      

      

  
PLUMBING 

INSTALLATIONS 
  

    
  

              

-    
  

      
      

  

FLOOR, WALL 

AND CEILING 

FINISHINGS  TO 

SUMMARY 

  

    

  
              

-    
  

      

      

  
ELECTRICAL 

INSTALLATION 
  

    
  

              

-    
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  PAINTING   
    

  
              

-    
  

      
      

                            

                            

  

TOTAL OFFICE 

BUILDING TO 

MAIN SUMMARY 

        

 

TOTA

L   

               

-    

  

        
               

-    

                            

                            

                            

  EXTERNAL WORKS                         

                            

                            

  

Manholes and Gully 

traps                         

                            

1 

Construct 

600x600mm and 

not exceeding 

800mm deep 

manholes complete 

with plaster 

randering both 

inside and outside, 

with benching and 

320x420mm air 

tight metal covers 

with rings.   2 no         2 no       
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2 

Construct 

300x300mm Gully 

trap complete with 

U-trap and grating 

with all necessaary 

plaster work    2 no         2 no       

                            

3 

Allow for 

connection of sewer 

line to existing 

manhole using 

100mm pvc pipes 

(measured 

seperately) at 

specified slope and 

set to work      

ite

m           

ite

m       

                            

  
Water 

Reticulation 
            

  
          

4 

Supply and install 

0.5HP submessive 

pump as Daylif or 

other equal 

approved in ground 

water tank 

complete with all 

accessories and set 

to work  

  
          

1.00  

ite

m  
      

  

          

1.00  

ite

m  
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5 

Allow for 

redirection of 

existing boaster 

pump to pump 

water from elevated 

water tank to the 

volunteer's house 

and office building  

  
          

1.00  

ite

m 
      

  

          

1.00  

ite

m 
      

                            

  

EXTERNAL 

WORKS TO 

SUMMARY 

          
             

-    

  

        
             

-    

                            

                            

                            

                            

                            

                            

                            

  MAIN SUMMARY                         

                            

  

Preliminary and 

General Items       
    

        
    

  

                            

  Volunteer's House        
    

                   

-          
    

                   

-    
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  Office Building        
    

                   

-          
    

                   

-    

                            

  External Works       
    

                   

-          
    

                   

-    

                            

          

  

 SUB 

TOTA

L  

               

-          

  

 SUB 

TOTA

L  

               

-    

                            

          
    

                   

-          
    

  

                            

          

  

 SUB 

TOTA

L  

               

-          

  

 SUB 

TOTA

L  

               

-    

                            

          

 ADD 

VAT  @  

           

0.16   EXCL        

 ADD 

VAT  @  

           

0.16   EXCL  

                            

                            

  

TOTAL CURRIED 

TO FORM OF 

TENDER       

                   

-          

                   

-    

                            

                            

                            
 


